Approved For Release 2008/03/31 : CIA-RDP78B04558A000500040047-2 ‘

LR SN

Declassification Review by NGA/DoD)

0UTS5807
SECRET 212145Z ST 20 21 B3z

84 Mav g2

I. CAMERA B 122 WAS USED IN MISSION 8818 FLOWN ON 28 MAY 65.[gones receveo. ?7

PROCESSING WAS ACCOMPLISHED BY NAVRECONTECHSUPPCEN. ALH

"y File 5
2. ORIGINAL NEGATIVE: e
ADMIN 1
A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD. el
B. O9R SIDE: MANY FINE LONGITUDINAL SCRATCHES ARE PRESENT fH—HS0—
THE FIRST 240 FRAMES OF THE MISSION. A FEW OF THESE SCRATCHES, [Ty
LOCATED AT 2.5", 4.6, AND 5.4" FROM THE OUTBOARD EDGE OF THE FIigzlrn |
«f | PID

PERSISTED THROUGHOUT THE REMAINDER OF THE MISSION. VERY FAINT IN==
w1 pAG
OB | piaxxs
| #& | spap
A HEAT SPLICE EXISTS IN FRAME 1279, AND A MANUFACTURING SPLICE TSewe | nsa.w0
E S
R

BOARD EDGE STATIC IS PRESENT INTERMITTENTLY THROUGHOUT THE MISSIQ -

1K DIA-AP
PRESENT IN FRAME 885, -' .

C. 9L SIDE: LONGITUDINAL SCRATCHES LOCATED 3.5" AND 5.87

FROM THE OUTBOARD EDGE OF THE FILM ARE PRESENT IN FRAMES 282
TO 180@. A HEAT SPLICE EXISTS IN THE FORMAT OF FRAME 1321, AND A
MANUFACTURING SPLICE IS PRESENT IN FRAME 1608,

D. BOTH SIDES CONTAINED 2605 TITLED FRAMES EACH.

E. THERE WERE NO MAJOR CAMERA OR PROCESSING MALFUNCTIONS
DURING THE MISSION.

3. POSITIVE:

A. THE PI SUITABILITY IS GOOD.

B. THE PRINTING AND PROCESSING WAS GOOD.

C. CLOUDS OBSCURED APPROXIMATELY 25 PERCENT OF THE®N MISSION

PHOTOGRAPHY.
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